65/16-120/16-90/16

橡套电缆三层共挤连续硫化生产线

Type 65/16-120/14-90/16 for rubber extruding triple extrusion CV-line 
  本生产线适用于6-35KV电压等级橡胶绝缘电力电缆和额定电压3.6/6KV矿用橡套电缆的生产。

The product line is applicable for rated voltage 6-35KV rubber insulation of power cable, and rated voltage 3.6/6KV mining cable. 
生产主要技术参数The main technical characteristics
电压等级Rated voltage

   橡胶绝缘电力电缆Power cable of rubber insulation：6-35KV

   橡套软电缆Flexible rubber cable：3.6/6KV

产品规格Specification of products

   铜芯Copper conductor：16mm2-630mm2

   铝芯Aluminium conductor：50mm2-800mm2

65/16-120/16-90/16

     橡套电缆三层共挤连续硫化生产线主要设备

Main composition of type 65/16-120/16-90/16 for rubber extruding triple extrusion CV-line
	序号No.
	名      称Name
	单位Unit
	数量Quantity

	1
	800~2000mm龙门行走式放线架

800-2000 frame motorized  pay-off ( passive pay-off) 


	台
	2

	2
	储线架（储线长120m）
Fram of accumulator(Length 120m)
	台
	1

	3
	上牵引机（包带式 牵引力30KN）
Top hull-off (Type wrapping)
	台
	1

	4
	XJWY－65移动式冷喂料橡胶挤出机16：1（30KW直流电机）Type XJWY-65 moving cold-feed rubber extruder 16:1( 30KV Dc motor)
	台
	1

	5
	XJWY－90移动式冷喂料橡胶挤出机16：1（55KW直流电机）Type XJWY-90 moving cold-feed rubber extruder 16:1( 55KW Dc motor)
	台
	1

	6
	XJWY－120移动式冷喂料橡胶挤出机16：1（90KW直流电机）Type XJWY-120 moving cold-feed rubber extruder 16:1( 90KW Dc motor)
	台
	1

	7
	三层共挤机头Triple extrusion head
	个
	1

	8
	上密封装置 （液压）Top sealer ( hydraulic pressure)
	台
	1

	9
	进汽管路、硫化管道及支柱（不锈钢 304）Φ219×6及Φ159×4.不锈钢 Steam entrance tub, cure tub and stand (stainless steel 304)
	套Unit
	1

	10
	悬垂控制器（非接触式）

Catenary controller( non-contact)
	套Unit
	1

	11
	下密封装置（气动）

Blow sealer(Air power)
	台
	1

	12
	履带式气动牵引（牵引力32KN)

Blow hull-off
	台
	1

	13
	800~2500mm龙门行走式收线架

Type 800-2500 traversing take-up  stand
	台
	2

	14
	水汽平衡控制系统

Control systerm balance water and steam;
	套Unit
	1

	15
	电气控制柜（PLC人机界面操作台）

Electrical control board (PLC control board of boundary face of human and machine)
	套Unit
	1

	16 
	挤出机温度控制系统

Temperature controlling system of extruder 
	套Unit
	1


